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Děkuji za zakoupení mého produktu, věřím, že 
Vám bude dělat radost!  

 
Thank you for buying my product. I hope it will 

make you happy!  

 



Instrukce 

• Je zapotřebí opatrně odštípnout podpory na kterých jsou upevněny díly. 

• Nejdříve odštípněte plato na samotné díly, aby se lépe s díly manipulovalo. 

• Doporučuji nejdříve odříznout bruskou dál od konce podpory a následně uštípnout ostrými 
štípacími kleštěmi či skalpelem. 

• Díly jsou vytvrzené a velice křehké a může se stát, že část dílu odštípne. 

• Místa po odstranění podpor je zapotřebí zabrousit. 

• Pokud by bylo potřeba poslat nový díl napište mail na rychtarechjan@powerprint3d.cz 



Instruction 

• It is necessary to carefully chip off the 
supports on which the parts are fixed. 

• I recommend first cutting away from the end 
of the support and then pinching with sharp 
nippers 
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 Rod 1,6x30 



 



2x Screw 1x6 

2x Screw 1x3 



 

2x Screw 1x4 



 

St2,2x13 



 

2x Screw st2,2x3,5 



 



 

2x Screw 1,4x4 



 

4x Screw 1,4x4 
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6x Screw 1,4x4 



 Use foil thicken 0,2mm 
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4x Screw 1,4x4 



 



 

2x Screw 1,4x4 



 



 

2x Screw st2,2x9,5 



 

Screw 1,4x8 



 

Screw 4x 1,4x4 



 

Screw 2x 1,4x8 
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Steel rod 0,8mm 
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Steel rod 0,6mm 

Glue 


